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TECHNICAL DRAWING PROFILE SKETCH

TOOL DATA

ID D1 Ø D1 TOL P L1 L2 D2 A   

149707 M6 6.00 4HX 1.000 80.0 20.0 6.00 4.9 3 5.00 

PRODUCT RANGE SA390-3 M6 4HX

ID D1 Ø D1 TOL P L1 L2 D2 A   

149673 M4 4.00 4HX 0.700 63.0 14.0 4.50 3.4 3 3.30 

149674 M4 4.00 6HX 0.700 63.0 14.0 4.50 3.4 3 3.30 

149693 M5 5.00 4HX 0.800 70.0 15.0 6.00 4.9 3 4.20 

149694 M5 5.00 6HX 0.800 70.0 15.0 6.00 4.9 3 4.20 

149707 M6 6.00 4HX 1.000 80.0 20.0 6.00 4.9 3 5.00 

149708 M6 6.00 6HX 1.000 80.0 20.0 6.00 4.9 3 5.00 

149736 M8 8.00 4HX 1.250 90.0 25.0 8.00 6.2 3 6.70 

149737 M8 8.00 6HX 1.250 90.0 25.0 8.00 6.2 3 6.80 

149754 M10 10.00 4HX 1.500 100.0 30.0 10.00 8.0 3 8.50 

149755 M10 10.00 6HX 1.500 100.0 30.0 10.00 8.0 3 8.50 

149775 M12 12.00 6HX 1.750 110.0 35.0 12.00 9.0 4 10.20 

149792 M14 14.00 6HX 2.000 110.0 40.0 16.00 12.0 4 12.00 
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